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(3) Records of performance tests and 
performance evaluations as required in 
§ 63.10(b)(2)(viii). 

(b) For each CEMS or CPMS, you 
must keep the records listed in para-
graphs (b)(1) through (3) of this section. 

(1) Records described in 
§ 63.10(b)(2)(vi) through (xi). 

(2) Previous (i.e., superseded) versions 
of the performance evaluation plan as 
required in § 63.8(d)(3). 

(3) Requests for alternatives to the 
relative accuracy test for CEMS or 
CPMS as required in § 63.8(f)(6)(i), if ap-
plicable. 

(c) If you are operating a new or re-
constructed stationary RICE which 
fires landfill gas or digester gas equiva-
lent to 10 percent or more of the gross 
heat input on an annual basis, you 
must keep the records of your daily 
fuel usage monitors. 

(d) You must keep the records re-
quired in Table 6 of this subpart to 
show continuous compliance with each 
emission or operating limitation that 
applies to you. 

§ 63.6660 In what form and how long 
must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review according to § 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record read-
ily accessible in hard copy or elec-
tronic form on-site for at least 2 years 
after the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record, according to 
§ 63.10(b)(1). You can keep the records 
off-site for the remaining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.6665 What parts of the General 
Provisions apply to me? 

Table 8 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. If you 
own or operate any stationary RICE 
with a site rating of less than or equal 
to 500 brake HP located at a major 
source of HAP emissions (except new or 
reconstructed 4SLB engines greater 

than or equal to 250 and less than or 
equal to 500 brake HP), a stationary 
RICE located at an area source of HAP 
emissions, or any of the following RICE 
with a site rating of more than 500 
brake HP located at a major source of 
HAP emissions, you do not need to 
comply with any of the requirements of 
the General Provisions: An existing 
2SLB RICE, an existing 4SLB sta-
tionary RICE, an existing CI sta-
tionary RICE, an existing stationary 
RICE that combusts landfill gas or di-
gester gas equivalent to 10 percent or 
more of the gross heat input on an an-
nual basis, an existing emergency sta-
tionary RICE, or an existing limited 
use stationary RICE. If you own or op-
erate any of the following RICE with a 
site rating of more than 500 brake HP 
located at a major source of HAP emis-
sions, you do not need to comply with 
the requirements in the General Provi-
sions except for the initial notification 
requirements: A new stationary RICE 
that combusts landfill gas or digester 
gas equivalent to 10 percent or more of 
the gross heat input on an annual 
basis, a new emergency stationary 
RICE, or a new limited use stationary 
RICE. 

[73 FR 3606, Jan. 18, 2008] 

§ 63.6670 Who implements and en-
forces this subpart? 

(a) This subpart is implemented and 
enforced by the U.S. EPA, or a dele-
gated authority such as your State, 
local, or tribal agency. If the U.S. EPA 
Administrator has delegated authority 
to your State, local, or tribal agency, 
then that agency (as well as the U.S. 
EPA) has the authority to implement 
and enforce this subpart. You should 
contact your U.S. EPA Regional Office 
to find out whether this subpart is del-
egated to your State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under 40 CFR part 63, subpart E, the 
authorities contained in paragraph (c) 
of this section are retained by the Ad-
ministrator of the U.S. EPA and are 
not transferred to the State, local, or 
tribal agency. 
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(c) The authorities that will not be 
delegated to State, local, or tribal 
agencies are: 

(1) Approval of alternatives to the 
non-opacity emission limitations and 
operating limitations in § 63.6600 under 
§ 63.6(g). 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

(5) Approval of a performance test 
which was conducted prior to the effec-
tive date of the rule, as specified in 
§ 63.6610(b). 

§ 63.6675 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act (CAA); in 40 
CFR 63.2, the General Provisions of 
this part; and in this section as follows: 

Area source means any stationary 
source of HAP that is not a major 
source as defined in part 63. 

Associated equipment as used in this 
subpart and as referred to in section 
112(n)(4) of the CAA, means equipment 
associated with an oil or natural gas 
exploration or production well, and in-
cludes all equipment from the well 
bore to the point of custody transfer, 
except glycol dehydration units, stor-
age vessels with potential for flash 
emissions, combustion turbines, and 
stationary RICE. 

CAA means the Clean Air Act (42 
U.S.C. 7401 et seq., as amended by Pub-
lic Law 101–549, 104 Stat. 2399). 

Compression ignition means relating 
to a type of stationary internal com-
bustion engine that is not a spark igni-
tion engine. 

Custody transfer means the transfer of 
hydrocarbon liquids or natural gas: 
After processing and/or treatment in 
the producing operations, or from stor-
age vessels or automatic transfer fa-
cilities or other such equipment, in-
cluding product loading racks, to pipe-
lines or any other forms of transpor-
tation. For the purposes of this sub-
part, the point at which such liquids or 
natural gas enters a natural gas proc-

essing plant is a point of custody trans-
fer. 

Deviation means any instance in 
which an affected source subject to this 
subpart, or an owner or operator of 
such a source: 

(1) Fails to meet any requirement or 
obligation established by this subpart, 
including but not limited to any emis-
sion limitation or operating limita-
tion; 

(2) Fails to meet any term or condi-
tion that is adopted to implement an 
applicable requirement in this subpart 
and that is included in the operating 
permit for any affected source required 
to obtain such a permit; or 

(3) Fails to meet any emission limi-
tation or operating limitation in this 
subpart during malfunction, regardless 
or whether or not such failure is per-
mitted by this subpart. 

(4) Fails to satisfy the general duty 
to minimize emissions established by 
§ 63.6(e)(1)(i). 

Diesel engine means any stationary 
RICE in which a high boiling point liq-
uid fuel injected into the combustion 
chamber ignites when the air charge 
has been compressed to a temperature 
sufficiently high for auto-ignition. This 
process is also known as compression 
ignition. 

Diesel fuel means any liquid obtained 
from the distillation of petroleum with 
a boiling point of approximately 150 to 
360 degrees Celsius. One commonly 
used form is fuel oil number 2. 

Digester gas means any gaseous by- 
product of wastewater treatment typi-
cally formed through the anaerobic de-
composition of organic waste materials 
and composed principally of methane 
and CO2. 

Dual-fuel engine means any sta-
tionary RICE in which a liquid fuel 
(typically diesel fuel) is used for com-
pression ignition and gaseous fuel 
(typically natural gas) is used as the 
primary fuel. 

Emergency stationary RICE means any 
stationary RICE whose operation is 
limited to emergency situations and 
required testing and maintenance. Ex-
amples include stationary RICE used 
to produce power for critical networks 
or equipment (including power supplied 
to portions of a facility) when electric 
power from the local utility (or the 
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